GEOTEXTILE FABRIC,
BIDUM U34 OR SIMILAR

FIX TO TOP OF STAKE

WITH SHADECLOTH

ALTERNATIVE 1

GEOTEXTILE

FABRIC AND F42 \
=

| CONSTRUCTION SITE |

100 NOM

GEOFABRIC, BIDUM
U34 OR SIMILAR

RUNOFF TO BE DIRECTED TO /

A SEDIMENT TRAP, REFER
STANDARD DRAWING A3-03881

=

RUNOFF FROM
PAD DIRECTED TO
SEDIMENT TRAP

/\%

REFLECTOR TAPE \(ﬂ FASTENER OR TIE TO
‘ D STEEL PICKET D
|
|
GEOTEXTILE | OVERLAND MIN || @
FABRICAND F42 -l /~50x50 HW STAKE FLOw 300 -
g/ ORSTEEL PICKET o3| 1o
OVER | 1200 MIN LONG S5 || |8
LAND QI -~
Flow = | \\lfgg
AN - D
S = W/N CRUSHED OR GRANNULAR
Y MATERIAL, GRADING TO TMR
SPECIFICATION MRTS03
BACKFILL

FIX TOP OF STAKE
WITH SHADECLOT
FASTENER OR TIE
STEEL PICKET

50x50 HW STAKE OR STEEL
PICKET 1200 MIN LONG

NOM

RS

ALTERNATIVE 2

ALTERNATIVE 1

ALTERNATIVE 2

TEMPORARY CONSTRUCTION
ENTRY / EXIT SEDIMENT TRAP

H
TO

CATTLE GRID 3.0m NOM WIDTH
SET 300 ABOVE GROUND

MAX 50m

SEDIMENTATION

TYPICAL LAYOUT ACROSS GRADE
POINTS(AAT SAME ELEVATION

SEDIMENT FENCE

BERM (300 MIN HEIGHT)

LEGEND:

@ UNBOUND PAVEMENT MATERIAL (GRAVEL) TO GRADING B, OF TMR SPECIFICATION MRTS05, EXCLUDE

a7

@ TS
Q TIRARKKIRARS

o° ERIEIASKS

e sens

SL42 FABRIC TO AS 1304 SRR
SRR

LSRRI

RHRLBES

(LB
| DISTURBED AREA | oo ooasateooses

o

NS 7
wfv

KX
19500920,
3R

600 MA

BACKFILL

ELEVATION

200

MATERIAL FINER THAN AS SIEVE 2.36MM.
WITHOUT SL42 FABRIC, 2000 MAX C.

NOTES:
1. GENERAL

(A) TEMPORARY DRAINAGE CONTROL. FLOW SHOULD BE DIVERTED AROUND THE WORK SITE WHERE

POSSIBLE.
(B)

ALL DRAINAGE, EROSION AND SEDIMENT CONTROLS TO BE INSTALLED AND BE OPERATIONAL BEFORE

COMMENCING UP-SLOPE EARTHWORKS.

(©)

(D)

ALL CONTROL MEASURES TO BE INSPECTED AT LEAST WEEKLY AND AFTER SIGNIFICANT RUNOFF
PRODUCING STORMS.
CONTROL MEASURES MAY BE REMOVED WHEN ON-SITE EROSION IS CONTROLLED AND 70% PERMANENT

SOIL COVERAGE IS OBTAINED OVER ALL UPSTREAM DISTURBED LAND.

(E)

IN AREAS WHERE RUNOFF TURBIDITY IS TO BE CONTROLLED, EXPOSED SURFACES TO BE EITHER MULCHED,
COVERED WITH EROSION CONTROL BLANKETS OR TURFED IF EARTHWORKS ARE EXPECTED TO BE

DELAYED FOR MORE THAN 14 DAYS.

(F)

STRAW BALE SEDIMENT TRAPS ARE A SECONDARY OPTION WHICH GENERALLY SHOULD NOT BE USED IF

OTHER OPTIONS ARE AVAILABLE.

2. SEDIMENT FENCE

(A) NOT TO BE LOCATED IN AREAS OF CONCENTRATED FLOW.

(B) NORMALLY LOCATED ALONG THE CONTOUR WITH A MAXIMUM CATCHMENT AREA 0.6 HA PER 100M LENGTH

OF FENCE.
(©)

EXPECTED.
()

WOVEN FABRICS ARE PREFERRED. NON-WOVEN FABRICS MAY BE USED ON SMALL WORK SITES, I.E.
OPERATIONAL PERIOD LESS THAN 6 MONTHS OR ON SITES WHERE SIGNIFICANT SEDIMENT RUNOFF IS NOT

WHERE FENCES NEED TO BE LOCATED ACROSS THE CONTOUR THE LAYOUT SHALL CONFORM TO THE

'TYPICAL LAYOUT ACROSS GRADE' DETAIL ABOVE.

(E)

FENCES ARE REQUIRED 2M MIN FROM TOE OF CUT OR FILL BATTERS. WHERE NOT PRACTICAL ONE FENCE
CAN BE AT THE TOE WITH A SECOND FENCE 1M MIN AWAY. FENCE SHOULD NOT BE LOCATED PARALLEL

WITH TOE IF CONCENTRATION OF FLOW WILL OCCUR BEHIND THE FENCE.
3. TEMPORARY CONSTRUCTION ENTRY/EXIT SEDIMENT TRAP.

(A) ADJACENT STORMWATER RUNOFF TO BE DIVERTED AWAY FROM ENTRY/EXIT.

(B) WHEEL - WASH OR SPRAY UNIT MAY BE REQUIRED DURING WET WEATHER.

4. SAFETY ISSUES MUST BE CONSIDERED AT ALL TIMES, INCORPORATE TRAFFIC CONTROL DEVICES TO THE

SATISFACTION OF THE SUPERINTENDENT.
5. ALL DIMENSIONS IN MILLIMETRES, UNLESS INDICATED OTHERWISE.
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