KERB AND CHANNEL LIP LINE
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SURFACE TREATMENT
STENCILLED
CONCRETE FINISH
WITH 2 COATS OF
COLOURED OCHRE
MEETING THE
REQUIREMENTS OF
R52 TERRACOTTA, IN
ACCORDANCE WITH
AS2700. TWO COATS
OF APPROVED
POLYMER SEALER TO
BE APPLIED
FOLLOWING INITIAL
CURING OF OCHRE
SURFACE.

SKID-RESISTANT, COLOURED
COATING, USING EPOXY
MODIFIED, ACRYLIC,
WATER-BORNE MARKING
PAINT CONFORMING TO
AS4049.3. (COLOUR: R52
TERRACOTTA AS PER AS2700

~

KERB RAMP TO BE ALIGNED PARALLEL TO

PEDESTRIAN

TRAVEL PATH.

KERB AND CHANNEL.

TRAFFIC ISLANDS TO BE
CONSTRUCTED TO SUIT
INTERSECTION TURNOUTS

2000 MIN.

AND VEHICLE GEOMETRY.

N

PAINTED EDGE WITH
300x200 PANELS USING
EPOXY MODIFIED,
ACRYLIC, WATER-BORNE
MARKING PAINT
CONFORMING TO AS
40149.3. (COLOUR: Y12
WATTLE OR Y14 GOLDEN
YELLOW AS PER AS2700.)
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KERB AND CHANNEL.

NOTE

PAINTED THRESHOLD)

THRESHOLD ONLY TO BE INSTALLED AT

INTERSECTIONS OF MAJOR COLLECTOR AND BELOW
STATUS, WITH ROADS OF SUB-ARTERIAL AND ABOVE
STATUS IN ROAD HIERARCHY. LIGHTING TO BE
PROVIDED AS PER ENGINEERING DESIGN GUIDELINES
TO MINIMUM P4 STANDARDS IN ACCORDANCE WITH
AS1158.
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